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B Double circuit type of limit switch

mHigh mechanical strength, consists of intensive plastic and
aluminum cast

m Small size, water-proof and oil proof construction

m Built-in contact box has double-spring and long mechanical life

B Smooth operation with larger over travel distance

W Various actuators for different application

B Optimize tail line design to improve sealing performance

SRS Contact Form

B NO 3—£4 I NO
EFHNC 1 2 #iFNC

#ME{E Ratings ##E Specifications
k(30 A ik H R B R AEE 5mm % 0.5m/s
Noninductive Load (A) Inductive Load (A) Operation speed | 5mm-0.5m/s
s o R BS 30K/ 4
mREaE’dE %ﬁﬂ'&ﬁﬁ Japiahiik-4 %@ﬂﬁﬁ DiERE Operating frequency | Electical: 30 operations/min
Voltage Resistance Load| Lamp Load Inductive Load | Motor Load & EE 26m0 [T (5189)
NC NO NC NO NC NO NC NO Contact resistance 25mQ max. (initial vaiue)

YR pE 100MQ Uk (% 500vDC T )

125VAC 5 5 15 07 3 3 2 1 Insulation resistance | 100mQ min. (below 500VDC)

: : dEELENRF A 1,000VAC, 50/60HzZ 1545 1 4341

#20NAG 2 2 L 68 8 3 18 08 1000VAC, 50/60 Hz for 1 minute between terminals of the same polarity

BARE K ST B B R T ME 1,500VAC, 50/60Hz #5458 1 43¢
8vDC 5 5 3 3 5 4 3 3 Dielectric strength 1500VAC, 50/60 Hz for 1 minute between current-carrying and non-cur-
rent-carrying metal parts

14ve : : . . : ) ¢ . i T iEH > (6] 1,500VAC, 50/60Hz $%54E 1 43¢h

30vDC 5 5 3 3 4 4 3 3 1500VAC, 50/60 Hz for 1 minute between each terminal and ground

125vDC 0.4 0.4 Jx=h Vibration 10 ZE 55Hz, 1.5mm BHRIE 10-55Hz,1.5mm double amplitude

250vDC 0.2 02

#HAA A :1,000m/Sec’( £9 100G* S)

) A Shock EFERIA :300m/Seci( £ 30G” S)

RNEBTR N.C.24A [T, N.O.12A AT Mechanical durable: 1, 000m/Sec? (about 100G'S)

(':Tjrr‘:;"r:t N.C: below 24A, N.O: below 12A Malfunction: 300m/Sec? (about 30G'S)
EERE f RS -20~+70C (GRELK)

o, BRMAMZRERE 04 Y E (AC). MEH 7 7msec T (DC).
2 TARBZRARRARERESERZ 10 5. DARBZRAERAREREE R 6 5.
3. WHERIFT G, REGFOERERE AN ERH R REEKN 1/3 LA,
NOTES: 1.Inductive load has a power factor of 0.4 min(AC) and a time constant of 7 msec.
max.(DC).
2.Lamp load has an inrush current of 10 times the steady-state current,while motor
load has an inrush current of 6 times the steady-state current.
3.Product with spring, its usable range of operating part is within one third of the
whole spring length from the front end of spring.

Zh{E45 M Operating Characteristics

Ambient temperature| Using: -20~+70°C (With no icing)

3B & Humidity 95%RH T <95% RH
BREG 500,000 X £

Electrical life 500,000 operations above
RIS IP65

Degree of protection

ili= Model CZ-8 [N gig: gg: g;:g : gg: CZ-8107N CZ-8111N g;:g:: ;g: CZ-8166N/8167N/8168N/8169N
B1EH Operating force OF( &K )(Max.) | 7509 750g 750g 900g 900g 150g

BB Release force RF( %)\ )(Min.) 100g 100g 100g 150g 150g -

T Pre-travel PT( &k )(Max.) 20° 20° 20° 1.5mm 1.5mm 30mm

it Over travel OT( &/ )(Min.) 50° 50° 50° 4mm 4mm -
TEBHSHE  Movement differential |MD( &K )(Max.) | 12° 12° 12° 1mm 1mm -

IR E Operating position OP(mm.) - - - 26 +0.8mm | 37 +0.8mm -
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